
Ensure your substrate is level before beginning installation. Drill holes into the 
substrate, at intervals to suit your application. If Quickcode 956 or Quickcode 

957 drainage track is being used, please go to step 13 first.
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Quickcode 054 or 055 joining pins can be used to align the profiles. 

Fix the profile to the substrate with the appropriate fixings. Give our technical team a call if you’re unsure what fixings 
should be used.
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Place the clamps at the bottom of the glass. One side must be put onto the glass and then the 
other side clipped on. Don’t assemble the clamps before putting them on the glass, as they will 

break when  they’re put onto the glass 
*Exact centres between clamps will depend on panel size. Contact our technical team for 

advice. 

TIP: Put the glass on bearers when assembling clamps for ease of access

Guide To Installing 
Defender Channel

t: 03300 414 881  Balustrade and Railing Systems– White Metal © All rights reserved

4

Balustrade & Railing SystemsBalustrade & Railing
Systems

970
quick code

972
quick code

971
quick code

973
quick code



5

7

If using the LED strip lighting, install this before inserting the glass into the 
channel. Please consult your lighting manufacturer for further installation 

instructions. 

Insert the glass and clamps into the channel

Position the cylindrical nylon packers either side of the glass (4 packers per 
clamp).
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Complete the alignment of the glass panels and the final locking
up to a maximum recommended tightening torque of 3 Nm.

Adjust the glass by tightening or loosening the hex screws using a CH5 allen 
key
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TIGHTENING TORQUE
3 Nm
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Install the long black gasket into the top trim; using fairy liquid or soap may 
help at this stage.

 Install top trims along the profile. Top Trims can be installed to allow an 
easy connection between the base channel and a wide range of the most 
common balcony fascias, waterproofing layers or plasterboard interfacing.  

Install the end caps onto the channel using silicone or glue such as Schtuk™. 
If the balustrade is on a staircase or slope, then cut the end cap to the correct 

length onsite.
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Use Quickcode 955 Extendable Caps to fill gaps between glass panels. Suits distances between glass panels from 10-25mm
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Install the drainage profile before installing the channel. Quickcode 956 and 957 are supplied in 3m or 6m lengths, to be cut down on site. Exact drainage 
points depends on onsite requirements. Please allow sufficient gaps to suit the Drainage Grid Inserts.
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Finish the installation with the Quick Code 958 Grids. The 
grid is supplied with pre-cuts to remove the fins and resize 
to type A, B, or C. We recommend these are placed every 
1-2 metres max. Remember, generally 2 grids are required 
per drainage point (front/back or top/bottom) 
Once the drainage track is installed, please go back to step 2

7

60

DFGD

60

DFGD

Quick Code 958

Quick Code 958

Guide To Installing 
Defender Channel

t: 03300 414 881  Balustrade and Railing Systems– White Metal © All rights reserved

Quick Code 957

Balustrade & Railing SystemsBalustrade & Railing
Systems

A:

B:

C:

69

16
.5

59
29 29

910

5
5

6.
5


